
VD vs. Non-VD Route Steels: Understanding the differences for optimal material
selection

Description

In the world of steel, choosing the right material for the job is crucial. Understanding the distinction
between VD (vacuum degassed) and non-VD route steels empowers informed decisions and ensures
optimal performance in your applications.

Production Processes:

VD Route Steels: Produced through a meticulous process involving vacuum degassing. This
technique removes dissolved gases like hydrogen, nitrogen, and oxygen from molten steel,
resulting in exceptional purity and cleanliness.

Non-VD Route Steels: Manufactured using conventional steelmaking methods without vacuum
degassing. These steels may contain higher levels of dissolved gases and impurities.

Applications:

VD Route Steels: Preferred for critical applications demanding high purity and top-notch
mechanical performance. Examples include automotive components, aerospace parts, and high-
strength construction materials.

Non-VD Route Steels: Suitable for less demanding applications where cost-effectiveness is a
priority. They can be adequate for many general-purpose uses.

STEELMET INDUSTRIES
+91-712-2728071 | www.steelmet.in

Steelmet Industries - B
right Bars, Alloy

Steels, F
ree Cutting Steels, S

tainless Steels

Page 1
Steelmet Industries | 8 Bhagwagar Bhawan, CA Road, Nagpur 440018, MH INDIA



Cost Considerations: VD route steels typically incur higher costs due to the additional processingstep
(vacuum degassing). However, the enhanced performance may justify the expense in critical
applications.

Common Myths Debunked:

Myth: VD route steels are always necessary. (Reality: Non-VD steels are suitable for many
applications.)

Myth: Non-VD route steels are inferior. (Reality: They offer a balance of cost and performance
for suitable uses.)

Myth: VD route steels eliminate all defects. (Reality: Proper selection and quality control remain
essential.)

Myth: Non-VD route steels are unfit for critical applications. (Reality: They can be suitable
depending on requirements and quality control.)

Myth: VD route steels always have better machinability. (Reality: Machinability depends on
composition and heat treatment as well.)

Myth: All high-strength steels are VD route steels. (Reality: High-strength steels can be produced
through various processes.)

Conclusion:

By understanding the differences between VD and non-VD route steels, you can make informed
material selections that optimize performance and cost-effectiveness in your projects. VD steels excel
in critical applications, while non-VD steels offer a valuable option for many general-purpose uses.

Steelmet Industries offers both VD and non-VD route steels to cater to diverse customer needs.
Contact us to discuss your specific requirements and let us help you choose the ideal steel for your
project.

#SteelIndustry #VDSteel #MaterialSelection #EngineeringMaterials #SteelQuality 
#IndustrialManufacturing #SteelMetallurgy #SteelManufacturing
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